
 

7 Sears Road, Wayland, MA  01778-2101   USA Phone 508-358-5775      FAX 508-340-4931       2021@VisibleWelding.com 

Notes to WeldWatch Beta release  

5.21.11.05   Nov. 5, 2021 

 

New in WeldWatch Beta release 5.21.11.05   Nov. 5, 2021    

2-Camera operation supported in MPEG 
 

New in WeldWatch Beta release 5.21.11.01   Nov. 1, 2021    

Pre-record and post-record working 

New in WeldWatch Beta release 5.21.7.12   July, 2021    

MP4 plays in reverse   

New in WeldWatch Beta release 5.21.06.14   June, 2021    

Two-Camera support 

New in WeldWatch Beta release 5.21.04.02   April, 2021    

“Repeat” now enabled for MP4 playback 

New in WeldWatch Beta release 5.21.03.30   March, 2021    

MP4 now plays forward at various speeds. 
 

Overall Changes 

1. This is now a 64-bit product.  As such it requires 64-bit Windows.  If you are using 64-bit Windows (the standard 

for years) it will install and run without issue.   If you have an old 32-bit Windows, it will not work – you should 

continue using your current WeldWatch. 

2. MPEG-4 Recording is now supported with sound recording and playback. 
 Produces the best video quality 
 Includes CD-quality sound recording 
 A world-wide standard. 

3. AVI compressed recording is no longer supported.   Un-compressed AVI recording and playback is still available, 

keeping the option of storing the original pixels with no conversions. 

However, the addition of MPEG removes the ability to record and play compressed AVI files in WeldWatch – even 

those recorded with WeldWatch in the past.  These old AVI files are not lost.  They can easily be played outside 

of WeldWatch, for example in Media Player.  They can also be converted to MPEG or any other format with 

numerous free movie editing programs, such as Microsoft “Movie Maker” 

 

 

 

 

 



 

QUICK INSTRUCTIONS FOR MPEG RECORDING

MPEG4 recording can be selected on the Video Recording Settings Panel, as shown below.

When MP4 is selected, the MP4 option buttons appear, allowing three compression choices.
 Small File: Select this for the smallest output file
 Balanced: A medium compression 
 High Quality: Choose this when you want the top quality, even if the file is large.

Below these is a checkbox for Audio recording.  
enabled, audio is recorded from the default Windows d

 

QUICK INSTRUCTIONS FOR MPEG RECORDING 

selected on the Video Recording Settings Panel, as shown below. 

When MP4 is selected, the MP4 option buttons appear, allowing three compression choices. 
is for the smallest output file at the sacrifice of some quality 

medium compression – good quality in a medium file size. 
Choose this when you want the top quality, even if the file is large. 

Audio recording.    If this is disabled, there will be no audio recorded 
enabled, audio is recorded from the default Windows device (more details below). 

 

If this is disabled, there will be no audio recorded – just silence.  If 



MP4 Recording Audio Delay  for Recording 

The MPEG recording will have full 44kHz sound.    

Depending on your PC, there may be mismatch in the audio and video timing resulting in bad synchronization.    

To adjust the delays and get picture-sound sync, use the control on the Video Recording Advanced-Setting panel (below). 

If the audio is ahead of the video move this slider to the right to add up to 1 second of delay to the audio (0 to +999 

mSec).    Likewise, if the audio is behind the video, slide to the left to take away up to 1 second of delay from the audio (-

1 to -999 mSec ). 

To check synchronization, make a short test video with sound matching an action, for example as hands clapping or a 

person speaking.   Then make a guess of the error and adjust the delay to get closer. It might take a few tries to narrow it 

down, but it’s pretty easy to get it to where “it seems right”    

Note: This delay is for adjusting the sound during MP4 recording and does not affect playback. 

 

 

 

  



Selecting the audio source 

Many PCs have a built-in microphone which will be the default.    

If you want to use a different microphone, you can plug one into the PC “Mic” jack.   

If you have a tablet or slim PC without a mic jack, you can use a USB microphone. They are inexpensive and quite good. 

 

The audio source to WeldWatch is the Windows default, which is selected on the Windows Sound Settings panel. (below) 

   <Windows-Key> “SOUND” 
 

 

Setting the volume (sensitivity) of your microphone 

Use Device Properties  on this panel (under the input device) to set the volume (sensitivity) of your microphone.  See 
below.   

If you do not want sound to be recorded, you can “mute” the input here. 
 

 

  



 

MPEG-4   Functionality Implemented: 

 Recording 

o Record with sound or Mute. 

o Manual Recording or Auto-On-Arc Recording 

o Auto-Record with Arc 

 Auto-Playback after recording 

 Pre-arc  recording ( 2 secs) 

 Post-arc recording ( x secs) 

 Playback 

o Seek using toolbar below video. 

o Play forward or reverse  

o speeds, 1/8x to 8x (audio muted except for 1x forward) 

o Step forward or backwards one frame 

o Repeat playback 

Known Issues: 

 When recording MPEG-4, WeldWatch sometimes asks multiple times where to store the video file. 

 If a recording is aborted immediately, it can have “zero-length” and won’t open for playback. 

 


